N LED LIGHT PANEL

WORLD

THE SPECIFICATIONS

ﬁ LED Chip Manufacturer Toyoda Gosei, Lumimicro, Samsung "

E Input voltage 12 Volt DC E Color Opﬁons
wl

8 Power Consumption 0.25 Watts/LED L

o Configuration Standard = 18 LEDs per ft. 8 Operating Temperatures
2 Wire Size: 20 AWG . )

¥ Electrical Connection  Connector: 2.1mm x 5.5mm barrel connector |8 Minimum Size
= Polarity: Center Positive ‘Z’

U . .

| All panels must be connected parrallel T LTI
L

Wiring

“home-run” to PSU (Power Supply Unit).

Cool White 5200K
Warm White 3200K
RGB Color Changing
-30°C to +85°C

3”W x 3”Lx 5/16” D
(76mm x 76mm x 8mm)

48”"W x 96”L x 5/16” D
(1219mm x 2438mm x 8mm)

DIAGRAMS

LED LIGHT PANEL
PROFILE VIEW

ALUMINUM HEAT SINK

REFLECT|OR SHEET ACRYLIC PANEL

]

LED STRIP

PLEASE NOTE:

Our LED Panels can be supplied in virtually any custom shape, therefore the
above specifications are for guideline purposes only. All Nu World LED Light
Panels are custom manufactured to client specification therefore we do not
stock off the shelf items.

Please tell us more information about your project, including size, shape,
brightness and color requirements and we will provide you with information

specific to your project.

ORDER INFORMATION

Series Voltage Length Width LED Config Color
2LS: 2 Long sides 5200K
NW - LPFL‘ - 12 -xx‘ XX |35 3 ot e | 200k
ALS: All sides RGB

Example: NW - LPFL -12 -96 -48 -2LS  -5200

LED LIGHT PANEL
FACE VIEW

i
<

A
>

Max Width 48”

<— Channel for LEDs.
lllumination available
on 1-4 sides of panel.

.96 Yy13ua xen

Power Cord
Standard: 5Ft with Female
Barrel Plug end.

Custom: Any length with
bare wire end. The power
cord can be located around
the perimeter of the panel as
required by the size of the
panel.
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N LED LIGHT PANEL

WORLD

THE SPECIFICATIONS
4] LED Chip Manufacturer Toyoda Gosei, Lumimicro, Samsung n Cool White 5200K
— Ll
E Input Voltage 12 Volt DC or 24 Volt DC E Color Options Warm White 3200K
8 Power Consumption 0.25 Watts/LED d RGB
4 Configuration Standard = 18 LEDs per ft. 2] Operating Temperatures  -30°C to +85°C
3 Wire Size: 20 AWG v _ 3"W x 3"Lx 5/16” D
8] Electrical Connection  Connector: 2.1mm x 5.5mm barrel connector g4 Minimum Size (76mm x 76mm x 8mm)
o - . b4
5 Polarity: Center Positive g o , 48”W x 96”L x 5/16” D
| Wirin All panels must be connected parrallel T aximum size (1219mm x 2438mm x 8mm)
w = “home-run” to PSU (Power Supply Unit).
DIAGRAMS
LED LIGHT PANEL LED LIGHT PANEL
PROFILE VIEW FACE VIEW
ACRYLIC (6.0mm) < >
7mm_ LED STRIP Max Width 48”
— A
IS 1 —
S
o0 ||
15mm
ALUMINUM HEAT REFLECTOR SHEET
SINK
PLEASE NOTE: =z
Q

Our LED Panels can be supplied in virtually any custom shape, therefore the E

above specifications are for guideline purposes only. All Nu World LED Light °3§

Panels are custom manufactured to client specification therefore we do not g

stock off the shelf items.

Please tell us more information about your project, including size, shape,

brightness and color requirements and we will provide you with information

specific to your project.

ORDER INFORMATION 4

Series Voltage Length Width LED Config Color
2LS: 2 Long sides | 5200K

2SS: 2 short sides

NW - LPFR | - 12 -xx‘ -XX : e o
ALS: All sides RGB
Example: NW - LPFR -12 -96 -48 -2LS -5200 c“us
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N LED LIGHT PANEL

WORLD

THE SPECIFICATIONS

LED Chip Manufacturer Epistar 3528

Input Voltage 12 Volt DC or 24 Volt DC

Power Consumption 0.12 Watts/LED

Standard =1 %/4” x 1 1/4”

Custom = To Client Specification

Wire Size: 20 AWG

Electrical Connection Connector: 2.1mm x 5.5mm barrel connector
Polarity: Center Positive
20AWG jumper wires for all series connections

Wiring Can be connected in series or parallel

White: 2600K, 2800K, 3100K, 3400K,
Color Options 4100K, 5300K, 6500K

Red, green, yellow, blue, pink, purple

Operating Temperatures  -25°C to + 55°C
2.95”"W x 2.95”L x 0.59” D
(75mm x 75mm x 15mm)
23.6”"W x 23.6”L x 0.59” D
(600mm x 600mm x 15mm)

Custom shape & size Contact us for more info!

Configuration

Minimum Size

Maximum Size

ELECTRICAL PROPERTIES
PHYSICAL PROPERTIES

DIAGRAMS

DIRECT LED LIGHT PANEL
PROFILE VIEW

JUMPER CONNECTOR
1 */4” SPACING BETWEEN LEDs

I

PLEASE NOTE:

FR-4 PRINTED CIRCUIT
BOARD

0.59”

A
Y

Max Width 23.6”

Our LED Panels can be supplied in virtually any custom shape, therefore the P ame o emte o emie A
above specifications are for guideline purposes only. All Nu World LED Light Lo e o Jite o oz
O : @
Panels are custom manufactured to client specification therefore we do not e emls o sl o exEls | Z
[e] o] (e} Q
stock off the shelf items. ° eEle o emmle o eme r’%
: e o emle o R
Please tell us more information about your project, including size, shape, ] :. - =
brightness and color requirements and we will provide you with information ° ‘DM om: E
specific to your project. ) D:(:?m o D:D _ )
o
- o 4
ORDER INFORMATION
. White:
LED spacing .
Series Voltage Length  Width inches Color 2600K E‘e’:jor'
-1.00 2800K
NW - LPBL | - 12 |-XxX| -Xx | :1¢ - XXXX X Green
24 -2.00 —>» aa00k  OR  Yellow
B -2.50 4100K Blue
Pink
eample: NW - LPBL - 24 -12 -12  -1.5 -6500 sooc Pk
6500K ple
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